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Schmalz EVE-KL 100/150/300
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Betriebsanleitung
Operating Instructions
Instructions de service
Istruzioni d’uso
Instrucciones para el manejo
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VACUUM

 
>100°C
>212°F

AIR

Electrical connectionElectrical connectionElectrical connection

A > 100mm
A > 4"A

max. 90%

%
Avoid condensation

> 0°C/32°F
< 40°C/104°F

> 0°C/32°F
< 40°C/104°F

>1000m

≤1000m

Please consult

INLET 
AIR

300 kg
661 lbs

MIN 2m

EVE-KL 300

180 kg
397 lbs

EVE-KL 150

170 kg
375 lbs

EVE-KL 100

Type 1
1x filter

Type 2
2x filter

EVE-KL 100 EVE-KL 150

EVE-KL 300 AIR1
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DIN EN ISO 11203
Accuracy Class 2
K

pA
 = 3 dB(A)

�1m

m3/h
mbar

EVE-KL 100/150

L
pA

 = 67 dB(A) - 50Hz 

L
pA

 = 71 dB(A) - 60Hz

EVE-KL 300

L
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 = 69 dB(A) - 50Hz 

L
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 = 70 dB(A) - 60Hz
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speed
power required
inlet capacity
max.vacuum

Hzfrequency

D-72293 Glatten
www.schmalz.com

Mat.Nr. XXXXXX ENXXXX
3   Mot. XXXXXXXX

NoUD XXXXXX XX

XX kg

50 Hz           XXKW
XXX-XXX / XXX-XXX V      /Y

XX-XX / XX-XX A

XXXX-XXXX /min

cos    0.XX-0,XX

60 Hz          XXKW
XXX-XXX / XXX-XXX V      /Y

XX-XX / XX-XX A

XXXX-XXXX /min

cos    0.XX-0,XXi +
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J. Schmalz GmbH
Johannes-Schmalz-Str. 1
D - 72293 Glatten
schmalz@schmalz.de

SERVICE
www.schmalz.com

Sales and service network
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Schmalz EVE-KL 100/150/300
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ON (I) 

MAX 10/h 1 2

OFF (0) 
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EXHAUST 
AIR 2“

1½“

Counter pressure
MAX. +100 mbar

EVE-KL 100
EVE-KL 150

EVE-KL 300
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Oil

< MIN

►check regulary

MAX

MIN

4x/year

OFFOFF
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VACUUM2½“

11 12

13

EN149 - FFP3
42 CFR 84 - N100

40 - 200 h
AMBIENT

AIR

200h40h

MIN 
1x/a

INTAKE 

AIR40 - 200 h

200h40h
No.: 10.03.01.00701  (PAPER)
No.: 10.03.01.00702  (POLYESTER)

F1

F1

EVE-KL 100
EVE-KL 150

EVE-KL 3002x

1x

Oil

MAX

1.0 Liter → No.: 27.02.01.00078

EVE-KL 100
EVE-KL 150

EVE-KL 3001.0 Liter

0.75 Liter
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OIL

OIL

Ambient temp.

Operating hours
20.000h5.000h

20°C

40°C20.000
operating hours

every 

3 years
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